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TRAFFIC CONTROL FOR EXIT RAMP GORE
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REVISIONS

TYPO IN NOTE 3 CORRECTED.
REVISED DRAWING, ADDED NOTES 4,5 AND 6
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NOTES: E Eo
1. MAINTAIN 12’ TRAVEL LANE AND 2’ SHOULDER WIDTHS. %0_
L) Ll
2. USE CHANNELIZING DEVICES SPACED AT 50’ B % 2
] O =
3. SEE STD DWG TC 3D FOR SIGN DESIGN AND LAYQUT. EO: e
=
<T
4. SIGN IS SUPPLEMENTAL TO STANDARD EXIT GUIDE SIGNING. STANDARD GUIDE SIGNING CONSISTS 'g("': i
OF A MINIMUM OF ONE ADVANCE GUIDE SIGN AND THE EXIT DIRECTION GUIDE SIGN. Q:é o
o
F_ <T
5. CHANNELIZING DEVICES NOT REQUIRED FOR RAMP RIGHT SHOULDER WHEN AVAILABLE (DETAIL TC 11-2) 2
PAVEMENT WIDTH IS GREATER THAN 13’ (11’ TRAVEL LANE AND 2’ SHOULDER) =
6. SEE STD DWG TC 3A FOR TAPER, BUFFER ZONE & SIGN SPACING CHART AND TRAFFIC CONTROL SUPPLEMENTAL DRAWING STD DWG

DEVICE LEGEND.
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